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Scion xA 


by Michael Hyde 


1. Toyota has begun the launch of Scion. It’s a new car brand aimed at the 
younger Generation X buyers. Two of the three initial Scion models have 
been released already; the Scion xA 4-door hatchback and the boxy Scion 
xB 4-door wagon. The sporty Scion tC hatchback is due out later this year. 


The Scion xA is based on the Toyota Echo platform. Key origination for the 
Scion xA is easy, there is no transponder option on any of the xA trim lines. 


Opening the xA: 


2. Opening the Scion xA is 
not difficult. All that’s 
needed is a plastic wedge, 
long reach-rod and air-jack. 


Begin by wedging the 
door open. I always use a 
piece of cardboard to 
protect the vehicles paint 
from possible scratches. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


3. Next, insert the air-wedge and 
inflate it enough to make room for 
the long reach-rod. 


4. Maneuver the reach-rod towards the manual lock/unlock lever and 
pull towards the rear of the car. 
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Door Lock Removal and Disassembly: 


5. Now that the xA is open you can remove the door 
lock easily. The key code is stamped on the 
passenger side lock. This car uses the TR-47 keyway 
with the new Toyota 50,000–69,999 code series. 


This is the passenger side door lock. 


6. Begin by removing the rubber grommet 
along the door edge. 


7. You now have access to the Torx 27 bolt that 
holds in the door lock cylinder. This type of door lock 
is found on most new Toyota vehicles. 


4 • Automotive Edge 
National Locksmith Automobile Association 


8. After loosening the Torx-27 the door lock 
cylinder can be removed. 


9. The door lock removed. 


10. The key code is stamped on the 
passenger side door lock. 
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12. Now remove the spring. 


11. Disassembly of the door lock is easy. 
A working key is not needed. Begin by removing 
the C-Clip at the rear of the lock. 


13. Next, gently pry off the face cap, 
it will be re-used. 
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14. The cylinder will come out the front 
of the lock. 


15. The last eight of the 10 total cuts are 
found in this lock. Remember Toyota wafers 
are stamped OPPOSITE their actual cut. 
In this lock we found ?-?-1-2-4-3-1-2-1-1. 
Using the Find Bitting feature of InstaCode 
enter ?-?-4-3-1-2-4-3-4-4. Six possible 
combinations are returned with our 
code 55814 being the fifth. 


16. The door lock and all components. 
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Rear Hatch Lock Removal and Disassembly: 


17. The Scion xA’s rear hatch lock is easy 
to remove and disassemble. 


18. Begin by gently prying off the trim panel. 


19. You will now have easy access 
to the hatch lock. 
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20. After disconnecting the linkage and 
removing the two 10-mm nuts, the lock 
can be removed. 


21. Begin by removing the tailpiece. 


22. Next, remove the spring. 
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23. Now remove the facecap. 


24. The plug will now come out the front of the lock. 


$15.00 Off the Deluxe Killer Kit (AKK-77) 
Rebate code: 04HNS09 


The Deluxe Killer Kit (AKK-77) comes in a in a deluxe, highly durable, custom-made carrying case. This variety of tools will help you open an 
incredible amount of cars using the Through Vent, Through Lock, Through Handle, Through Car, Under Button, and Under & Over styles, 
as well as attacking vertical and horizontal rods, lazy pawls, bell cranks, and the GM latch. 


To receive your HPC, Inc. rebate, simply fill out the form below and mail it along with a copy of your invoice to: 


HPC, Inc. 
Attn: Rebate Department 
PO Box 2093 
Schiller Park, IL 60176 USA 
Company _______________________________________________________________________________________ 
Name __________________________________________________________________________________________ 
Title____________________________________________________________________________________________ 
Address_________________________________________________________________________________________ 
City ____________________________________________________________________________________________ 
Sate and Zip _____________________________________________________________________________________ 
Country _________________________________________________________________________________________ 
E-mail __________________________________________________________________________________________ 
Phone __________________________________________________________________________________________ 
Fax ____________________________________________________________________________________________ 
Product Name____________________________________________________________________________________ 
Rebate code _____________________________________________________________________________________ 


Official Rules: 


• Offer valid only for Security Professionals making qualified purchases through an authorized HPC Distributor 
between October 1, 2004 and October 31, 2004. 
• This offer is mutually exclusive and cannot be used with any other offer. 
• To receive free merchandise you must purchase the exact product shown. 
• Paperwork must be clearly stated, “Rebate Department”. 
• To qualify, all paperwork (copy of your invoice and a copy of your NLAA card) must be received at HPC, Inc. on or 
before November 30, 2004 by mail or fax. 
• Please allow 4 to 6 weeks for processing. 
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25. This lock contains 
the cuts 2–10, same 
as the door lock. 


26. The trunk lock and 
all components. 
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Ignition Lock Removal and Disassembly: 


27. This ignition lock uses an Active-Retainer. 
The lock must be in the “ACC” position in order to 
depress the active retainer and remove the lock. 


28. To remove the cylinder you will need to 
remove the shroud. Begin by removing the Phillips 
screw at the 3 o’clock position on the shroud. 


29. Next, remove the Phillips screw at the 
9 o’clock position on the shroud. 
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30. Now remove the 
small Phillips screw 
on the bottom that 
secures the shroud 
to the column. 


31. The shroud will 
now come apart. 
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33. The cylinder 
removed. 


32. With the lock in 
“ACC” position, inset a 
90-degree pick to 
depress the retainer. 
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34. There are two 
solid roll-pins holding 
on the face. The first 
one can be removed 
by inserting a straight 
pick behind the pin 
and hitting with a 
hammer. The pin will 
come forward so it 
can be removed. 


35. The second pin 
requires drilling an 
access hole so the pin 
can be pushed out. 
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37. The plug will now 
come out the front 
of the lock. 


36. Now remove the 
snap-ring at the rear 
of the plug. 
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38. The ignition lock and all 
components. Notice it contains 
all ten cuts. 


